
Take control of your overall security.

Tamper switch ON

Material
+ / -

Tamper switch
operating distance

In max. 30Vdc

+

max. 30Vdc, Out 1 max. 500mA
Out 2 max. 50mA
+

Min 10 cm
< 10 cm

Min 10 cm

WARNINGS AND ADDITIONAL INFORMATION

7C 2.0 / 8CD 2.0 WIEGAND / RS232 / OSDPV2 / AES / RS485 READERS WITH 16-WIRE CABLE
Installation instructions - version 1.03
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BASIC SLIM / SLIM PIN VS / VS PIN VM / VM PIN



Take control of your overall security.
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Click the lens in place to finalize the installation.

DIMENSIONS

SLIM /
SLIM PIN
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Paste the sticker in place to finalize the installation.



Take control of your overall security.
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Paste the sticker in place to finalize the installation.

Paste the sticker in place to finalize the installation.

VM / VM PIN

VS / VS PIN
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Take control of your overall security.

Power supply:
10...30 VDC 150 mA

Connection:
Vin.............................................
GND......................................
WIE0 / (Data).......................
WIE1 / (Clock)....................
RS232 TxD.............................
RS232 RxD............................
Green LED...........................
Red LED / Download......
Buzzer...................................
Backlight control*...............
Pinpad control*..................  
In.............................................
Out 1.....................................
Out 2.....................................

Red
Black
Green
White
Pink
Grey
Blue

Brown

Yellow

Grey Pink
White
Red

Brown

Green
Blue

Green

Violet

Power supply:
10...30 VDC 150 mA

Connection:
Vin.......................................
GND.....................................
RS232 TxD**......................
RS232 RxD**......................
Download**.......................
RS485 Data+......................
RS485 Data-...................... 
In.........................................
Out 1....................................
Out 2...................................

Pink

Yellow Brown

Red
Black

White
Brown

Yellow

White
Red

Brown

Green
Blue

Green

Grey

Idesco Oy

Elektroniikkatie 4 
90590 Oulu 
Finland

Tel. +358 (0)20 743 4175 
Email info@idesco.fi 
idesco.fi

*) Applicable only for readers with pinpad **) Contact Idesco for more information

Idesco Oy reserves the right to revise this publication and to make changes to its content as well as the right to change or discontinue these products, at any time, 
without obligation to notify any person or entity of such revisions or changes. All trademarks and registered trademarks are property of their respective owners. 
11.12.2025 C00875 V1.03.

7C 2.0 / 8CD 2.0 WIEGAND / RS232 / OSDPV2 / AES / RS485 reader herewith complies with the requirements of the EMC 
Directive 2014/30/EU, the Low Voltage Directive 2014/35/EU, the RoHS Directive 2011/65/EU, the RED Directive 2014/53/EU and 
carries the CE marking accordingly.

CONNECTIONS

WIEGAND / RS232 OSDPV2 / AES / RS485
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